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BATTERIES AUTOMOBILE

TABLEAU COMPARATIF

CODE PRODUIT CA CCA LONGUEUR LARGEUR HAUTEUR POIDS(LBS)POIDS(KG)

CAR & TRUCKS

151R-35 470 360 7,25" / 184 mm 4,9" / 124 mm 8,9" / 227 mm A 12 26 Lbs12 KG
26-60 650 520 8,2" / 208 mm 6,8" / 173 mm 8,1" / 205 mm A 12 28 Lbs13 KG
26R-60 650 520 8,2" / 208 mm 6,8" / 173 mm 8,1" / 205 mm A 12 28 Lbs13 KG
70-50 650 520 8,2" / 208 mm 6,8" / 173 mm 7,5" / 191 mm S 12 26 Lbs12 KG
DT-50 650 520 8,2" / 208 mm 6,8" / 173 mm 8,1" / 205 mm A/S 12 29 Lbs13 KG
55-50 660 525 8,6" / 218 mm 6" / 152 mm 8,4" / 212 mm A 12 29 Lbs13 KG
25-60 710 580 9" / 229 mm 6,8" / 173 mm 8,9" / 225 mm A 12 37 Lbs17 KG
35-60 675 540 9" / 229 mm 6,9" / 175 mm 8,9" / 225 mm A 12 32 Lbs15 KG
75-70 790 660 9,1" / 230 mm 7" / 178 mm 7,3" / 185 mm S 12 35 Lbs16 KG
86-70 790 660 9,1" / 230 mm 6,7" / 171 mm 8,1" / 205 mm A 12 28 Lbs13 KG
DT-75 840 710 9,1" / 230 mm 6,9" / 175 mm 8,85" / 224 mm A/S 12 33 Lbs15 KG
51-43 560 430 9,4" / 238 mm 5" / 127 mm 8,9" / 225 mm A 12 25 Lbs12 KG
51-50 640 515 9,4" / 238 mm 5" / 127 mm 8,9" / 225 mm A 12 28 Lbs13 KG
51R-43 560 430 9,4" / 238 mm 5" / 127 mm 8,9" / 225 mm A 12 25 Lbs12 KG
51R-50 640 515 9,4" / 238 mm 5" / 127 mm 8,9" / 225 mm A 12 28 Lbs13 KG
42-56 560 430 9,5" / 242 mm 6,9" / 175 mm 6,9" / 175 mm A 12 27 Lbs12 KG
47-55 680 550 9,5" / 242 mm 6,9" / 175 mm 7,5" / 190 mm A 12 31 Lbs14 KG
90-60 730 590 9,5" / 242 mm 6,9" / 175 mm 6,9" / 175 mm A 12 34 Lbs15 KG
96R-60 710 590 9,53" / 242 mm 6,9" / 175 mm 6,9" / 175 mm A 12 33 Lbs15 KG
58-62 660 530 10" / 254 mm 7,2" / 183 mm 6,9" / 175 mm A 12 31 Lbs14 KG
58R-62 660 530 10" / 254 mm 7,2" / 183 mm 6,9" / 175 mm A 12 31 Lbs14 KG
59-60 735 590 10,1" / 256 mm 7,5" / 190 mm 7,75" / 196 mm A 12 29 Lbs13 KG
101-65 812 650 10,2" / 259 mm 6,8" / 173 mm 6,7" 170 mm S 12 37 Lbs17 KG
24-56 625 500 10,2" / 259 mm 6,8" / 173 mm 9" / 229 mm A 12 35 Lbs16 KG
24-75 850 675 10,2" / 259 mm 6,8" / 173 mm 9" / 229 mm A 12 44 Lbs20 KG
24F-75 850 675 10,2" / 259 mm 6,8" / 173 mm 9" / 229 mm A 12 44 Lbs20 KG
34-77 890 710 10,2" / 259 mm 6,8" / 173 mm 8" / 203 mm A 12 37 Lbs17 KG
78-77 890 710 10,2" / 260 mm 7" / 178 mm 7,5" / 191 mm S 12 40 Lbs18 KG
DT-85 1000 800 10,2" / 260 mm 6,8" / 173 mm 8,1" / 205 mm A/S 12 40 Lbs18 KG
36R-65 810 650 10,4" / 264 mm 7,2" / 183 mm 8,2" / 208 mm A 12 40 Lbs18 KG

TERM VOLTS
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CAR & TRUCKS

40R-60 750 590 11" / 278 mm 6,9" / 175 mm 6,9" / 175 mm A 12 35 Lbs16 KG
48-65 850 690 11" / 278 mm 6,9" / 175 mm 7,5" / 190 mm A 12 36 Lbs16 KG
91-61 740 610 11" / 278 mm 6,9" / 175 mm 6,9" / 175 mm A 12 35 Lbs16 KG
65-85 1030 825 11,4" / 209 mm 7,5" / 190 mm 7,7" / 196 mm A 12 44 Lbs20 KG
65-90 1100 875 11,4" / 209 mm  7,5" / 190 mm 7,7" / 196 mm A 12 46 Lbs21 KG
27-70 910 780 12" / 304 mm 6,8" / 173 mm 8,9" / 225 mm A 12 44 Lbs20 KG
27F-70 910 780 12" / 304 mm 6,8" / 173 mm 8,9" / 225 mm A 12 44 Lbs20 KG
79-85 1060 840 12,1" / 307 mm 7,1" / 179 mm 7,4" / 188 mm S 12 44 Lbs20 KG
92-70 860 730 12,4" / 315 mm 6,9" / 175 mm 6,9" / 175 mm A 12 40 Lbs18 KG
94R-75 905 775 12,7" / 315 mm 6,9" / 175 mm 7,5" / 190 mm A 12 49 Lbs22 KG
50-60 750 600 13,5" / 343 mm 5" / 127 mm 10" / 254 mm A 12 41 Lbs19 KG
49-85 940 810 13,9" / 353 mm 6,9" / 175 mm 7,5" / 190 mm A 12 49 Lbs22 KG
93-82 950 820 13,9" / 353 mm 6,9" / 175 mm 6,9" / 175 mm A 12 44 Lbs20 KG
95R-90 1085 900 15,5" / 394 mm 6,9" / 175 mm 7,5" / 190 mm A 12 61 Lbs29 KG

BATTERIES AUTOMOBILE
TABLEAU COMPARATIF

CODE PRODUIT CA CCA LONGUEUR LARGEUR HAUTEUR POIDS(LBS)POIDS(KG)

GOLD
GD26R-540RS 665 540 8,74" / 222 mm 6,73" / 171 mm 8" / 203 mm A 12 28 Lbs13 KG
GD51R-465RS 590 475 9,37" / 238 mm 5" / 127 mm  8,74" / 222 mm A 12 27 Lbs12 KG
GD35-550RS 675 550 9,76" / 248 mm 6,89" / 175 mm 8,85" / 225 mm A 12 32 Lbs14 KG
GD75/86-690RS 820 690 9,76" / 248 mm 7" / 178 mm 8,11" / 206 mm A/S 12 35 Lbs16 KG
GD75-690RS 820 690 9,76" / 248 mm 7" / 178 mm 7,24" / 184 mm S 12 31 Lbs14 KG
GD58-580RS 725 580 10" / 254 mm 7,25" / 184 7" / 178 mm A 12 29 Lbs13 KG
GD24-725RS 890 725 10,75" / 273 mm 6,73" / 171 mm 9" / 229 mm A 12 43 Lbs20 KG
GD24R-725RS 890 725 10,75" / 273 mm 6,73" / 171 mm 9" / 229 mm A 12 40 Lbs18 KG
GD34/78-850RS 1020 850 10,75" / 273 mm 6,89" / 175 mm 8" / 203 mm A/S 12 39 Lbs17 KG
GD34-850RS 1020 850 10,75" / 273 mm 6,89" / 175 mm 8" / 203 mm A 12 39 Lbs18 KG
GD78-850RS 1020 850 10,75" / 273 mm 6,89" / 175 mm 7,24" / 184 mm S 12 39 Lbs18 KG
GD65-875RS 1040 880 12" / 305 mm 7,36" / 187 mm 7,63" / 194 mm A 12 44 Lbs20 KG
GD95R-850RS 1020 850 15,51" / 394 mm 6,89" / 175 mm 7,5" / 190 mm A 12 54 Lbs25 KG

TERM VOLTS
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BATTERIES AUTOMOBILE

TABLEAU COMPARATIF

CODE PRODUIT CA CCA LONGUEUR LARGEUR HAUTEUR TERM VOLTS POIDS(LBS)POIDS(KG)

TRACTEUR A GAZON

U1-410 390 300 7,76"/ 197 mm 5,12"/ 130 mm 7,2"/ 183 mm X 12 13 Lbs6 KG
U1R-410 390 300 7,76"/ 197 mm 5,12"/ 130 mm 7,2"/ 183 mm X 12 13 Lbs6 KG
U1-250W 235 195 7,76"/ 197 mm 5,12"/ 130 mm 7,2"/ 183 mm X 12 15 Lbs7 KG
U1R-250W 235 195 7,76"/ 197 mm 5,12"/ 130 mm 7,2"/ 183 mm X 12 15 Lbs7 KG
U1R-410W 400 300 7,76"/ 197 mm 5,12"/ 130 mm 7,2"/ 183 mm X 12 15 Lbs7 KG
U1-410W 400 300 7,76"/ 197 mm 5,12"/ 130 mm 7,2"/ 183 mm X 12 17 Lbs8 KG

COMMERCIAL
30H-90 900 725 12,9" / 328 mm 6,8" / 171 mm 9,5" / 241 mm A 12 55 Lbs25 KG
31-100P 1130 1000 13" / 330 mm 6,8" / 173 mm 9,4" / 240 mm A 12 62 Lbs28 KG
31-100S 1130 1000 13" / 330 mm 6,8" / 173 mm 9,4" / 240 mm T 12 62 Lbs28 KG
31-75P 910 760 13" / 330 mm 6,8" / 173 mm 9,4" / 240 mm A 12 54 Lbs25 KG
31-75S 910 760 13" / 330 mm 6,8" / 173 mm 9,4" / 240 mm T 12 54 Lbs25 KG
31-90P 1110 925 13" / 330 mm 6,8" / 173 mm 9,4" / 240 mm A 12 57 Lbs26 KG
31-90S 1110 925 13" / 330 mm 6,8" / 173 mm 9,4" / 240 mm T 12 57 Lbs26 KG
30XHS 820 665 13,94" / 355 mm 6,75" / 171 mm 10,06" / 256 mm WNT 12 66 Lbs30 KG
N100 880 730 16,1" / 409 mm 6,9" / 175 mm 9,4" / 239 mm A 12 66 Lbs30 KG
3EE-43 525 430 19,3" / 490 mm 4,4" / 112 mm 8,9" / 226 mm A 12 38 Lbs17 KG
3ET-46 580 475 19,3" / 490 mm 4,4" / 112 mm 9,6" / 244 mm A 12 35 Lbs16 KG
N120 950 820 19,9" / 505 mm 7,2" / 183 mm 9,3" / 236 mm A 12 72 Lbs33 KG
4DLT-100 1065 875 20" / 508 mm 8,2" / 208 mm 7,95" / 202 mm A 12 77 Lbs35 KG
64020 1090 950 20,1" / 510 mm 7,4" / 188 mm 8,6" / 220 mm A 12 77 Lbs35 KG
8D-115 1375 1100 20,6" / 523 mm 11" / 279 mm 9,8" / 250 mm A 12 125 Lbs57 KG
8D-140 1845 1475 20,6" / 523 mm 11" / 279 mm 9,8" / 250 mm A 12 130 Lbs59 KG
4D-110 1250 1000 20,7" / 526 mm 8,7" / 222 mm 10" / 254 mm A 12 105 Lbs48 KG
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BATTERIES AUTOMOBILE

TABLEAU COMPARATIF

CODE PRODUIT CA CCA LONGUEUR LARGEUR HAUTEUR TERM VOLTS POIDS(LBS)POIDS(KG)

COMMERCIAL 6 VOLTS
1-62 810 650 9" / 229 mm 6,8" / 173 mm 8,6" / 218 mm A 6 33 Lbs15 KG
1-8V 725 580 9" / 229 mm 6,8" / 173 mm 8,6" / 218 mm A 8 33 Lbs15 KG
2-62 875 700 10,2" / 259 mm 6,8" / 173 mm 9,2" / 231 mm A 6 35 Lbs16 KG
M83CHP27-6V 12,05" / 306 mm 6,85" / 174 mm 8,80" / 224 mm Insert 6 68 Lbs31 KG
4-95 1200 950 13" / 330 mm 6,8" / 173 mm 9,1" /231 mm A 6 53 Lbs24 KG
7D-94 1150 920 16,2" / 413 mm 7,1" / 180 mm 9,5" / 242 mm A 6 71 Lbs32 KG
3EH-85 1150 925 19,2" / 488 mm 4,3" / 109 mm 9,9" / 251 mm A 6 38 Lbs17 KG

ODYSSEY
PC-1200T 725 540 7,9" / 197 mm 6,6" / 166 mm 7,5" / 190 mm A / M6 Insert 12 38 Lbs17 KG
PC-1200LT 540 7,9" / 200 mm 6,7" / 169 mm 6,8" / 173 mm A / M6 Insert 12 38 Lbs17 KG
PC-1230DT 815 760 9,46" / 240,3 mm 6,99" / 177,5 mm 7,92" / 201,2 mm A/S 12 45 Lbs21 KG
PC-1400/35 850 850 9,46" / 240,3 mm 6,84" / 173,7 mm 8,7" / 220,7 mm A 12 50 Lbs23 KG
PC-1500/34 1050 850 10,85" / 275,6 mm 6,76" / 171,7 mm 7,82" / 198,6 mm A 12 49 Lbs22 KG
PC-1500DT 1050 850 10,85" / 275,6 mm 6,99" / 177,5 mm 7,82" / 198,6 mm A/S 12 55 Lbs25 KG
PC-1220/48 860 680 11" / 278 mm 6,88" / 175 mm 7,48" / 190 mm A 12 40Lbs18 KG
PC-2250ST 1550 1225 11,26" / 286 mm 10,59" / 269 mm 9,17" / 233 mm M 12 38 Lbs17 KG
PC-1750/65 1070 950 11,83" / 300,5 mm 7,2" / 182,9 mm 7,43" / 188,7 mm A 12 60 Lbs27 KG
PC-2150S 1370 1150 13" / 330 mm 6,8" / 173 mm 9,4" / 239 mm T 12 86 Lbs39 KG
PC-1700T 1175 810 13,02" / 330,7 mm 6,62" / 168,2 mm 6,93" / 176 mm A / M6 Insert 12 61 Lbs28 KG
PC-1350/49 960 770 14,84" / 377 mm 6,88" / 175 mm 7,48 / 190 mm A 12 44 Lbs20 KG

OPTIMA
D34/78-870 750 10" / 254 mm 6,8" / 173 mm 7,8" / 198 mm A/S 12 46 Lbs21 KG
34/78-1000 1000 800 10" / 254 mm 6,9" / 175 mm 7,8" / 198 mm A/S 12 40 Lbs18 KG


